5. REFERENCES


Ewald H., Kruger H., (2005), Inductive sensors and their applications in metal detection, 1st Int. Conf. on Sensing Technologies, 21-23 November, 567-572, Palmserton North, New Zeland.


Hohmann G. W., (1975), Three-dimensional induced polarization and electromagnetic modeling, Geophysics, 40, 309-324.

Huang H., Won I. J., (2003), Real-time resistivity soundings using a hand-held broadband electromagnetic sensor, Geophysics, 68-4, 1124-1231.


Krüger H., (2010), Solutions for 3D position referencing for handheld metal detectors used in humanitarian demining, IEEE Instrumentation and Measurement Technology Conference (I2MTC), 447 – 451, 3-6 May, Austin, TX, USA.

Krüger H., Ewald H., (2008), Handheld metal detector with online visualisation and classification for the humanitarian mine clearance, The 7th IEEE Sensors Conf., 415-418, 26-29 October, Lecce, ITALY.


Krüger H., Ewald H., (2012), The intrinsic information of metal detector raw data and how to use it for humanitarian demining, International Conference on Electromagnetics in Advanced Applications (ICEAA), 578-581, 2-7 September, Cape Down, SOUTH AFRICA.


Lodha G. S., West G. F., (1976), Practical airborne EM (AEM) interpretation using a sphere model, Geophysics, 41, 1157-1169.


Park S. W., Wake K., Watanabe S., (2013), Calculation errors of the electric field induced in a human body under quasi-Static approximation conditions, IEEE Trans. on Microwave Theory and Techniques, 61-5, 2153-2160.


Wait J. R., (1951), A conducting sphere in a time varying magnetic field, Geophysics, 16, 666-672.