3. REFERENCES

A

Alfred A., Kandoian A. G., (1940), Ultrahigh-frequency loop antennas, AIEE Transactions, 59, 843-848.

B

+ Bartoli M., Reatti A., Kazimierczuk M. K., (1994), High-frequency models of ferrite core inductors, 20th Int. Conf. on Industrial Electronics, Control and Instrumentation, 5-9 September, 1670-1675.

C


D


E

+ Ewald H., Kruger H., (2005), Inductive sensors and their applications in metal detection, 1st Int. Conf. on Sensing Technologies, 21-23 November, 567-572, Palmerston North, New Zeland.

F

+ Fratianni S. V., (1948), Theory and Design of Resonant Transformer-Coupled Loop-Antenna Input Systems for VLF Reception, Report No: 3281, Naval Research Laboratory, USA.
+ Fratianni S. V., (1950), The Effect of Iron Cores on the Pickup Efficiency of VLF Loop Antennas in Air and Underwater, Report No: 3654, Naval Research Laboratory, USA.
G

H
Huang H., Won I. J., (2003), Real-time resistivity soundings using a hand-held broadband electromagnetic sensor, Geophysics, 68-4, 1124-1231.

I

J

K
Krüger H., Ewald H., (2008), Handheld metal detector with online visualisation and classification for the humanitarian mine clearance, The 7th IEEE Sensors Conf., 415-418, 26-29 October, Lecce, ITALY.
Loop Antennas

Dr. Serkan Aksoy


Krüger H. (2010), Solutions for 3D position referencing for handheld metal detectors used in humanitarian demining, IEEE Instrumentation and Measurement Technology Conference (I2MTC), 447 – 451, 3-6 May, Austin, TX, USA.


Krüger H., Ewald H. (2012), The intrinsic information of metal detector raw data and how to use it for humanitarian demining, International Conference on Electromagnetics in Advanced Applications (ICEAA), 578-581, 2-7 September, Cape Down, SOUTH AFRICA.

L


M

Minelab, The right coil for the right job.


O

Payne A. N., (2013), The inductance of a single layer coil derived from capacitance, http://g3rbj.co.uk/.


R
Loop Antennas

Dr. Serkan Aksoy

+Report, (1957), Final Report on Ferrite Antennas for Very Low Frequencies, CIA-RDP78-03424A000500010007-0

+S
+ Smith G. S., (1971), The proximity effect in systems for parallel conductors and electrically small multiturn loop antennas, No: 624, Technical Report, Harvard University, Cambridge, MA, USA.
+ Stadler A., (2011), Radiated magnetic field of a low-frequency ferrite rod antenna, 7th International Conference-Workshop, Compatibility and Power Electronics, 283-288, 1-3 June, Tallinn, ESTONIA.

T
+Tang Z., Carter L. J., (2011), Metal detector head analysis, 5th International Conference on Sensing Technology (ICST), 28 November – 1 December, Palmerston North, NEW ZEALAND.
V


W


+ Y

+Z